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Release notes
These release notes are for IBM System Storage with ProtecTIER Software.
Release date 30 August 2013.
Introduction
This document is a reference for installation and contains other useful information about the IBM System Storage TS7650G, TS7610 and TS7620 with ProtecTIER V3.3.4.
Prerequisites
Prerequisites include the following:

· ProtecTIER Manager V3.3.4 must be installed.
· The full package code must already be installed on the system.  The installation of this patch on a Linux OS system without the full package code already installed will fail.

Code levels
Code level requirements include the following:

	Software
	Version

	TS7650G Software level
	3.3.4

	dtcemulex
	5233.004

	ptlinux
	7133.126

	ptrepmgr
	6133_81


New features and resolved problems
The ProtecTIER introduction and planning guides describe the new features in the release:

IBM System Storage TS7650 ProtecTIER 3.3 Deduplication Appliance and TS7650G Deduplication Gateway Introduction and Planning Guide (3958-AP1 and 3958-DD5) (GA32-0918-06)

Or

IBM System Storage®  TS7620 ProtecTIER® 3.3 Deduplication Appliance Express Introduction and Planning Guide (GA32-0913-04)

See the Additional documentation section of this document for information about how to find these publications.  

New features:
	Fix ID
	Description

	81025289
	This allows generic (OEM) ProtecTIER servers to be replaced with TS7650G servers.
Additional information can be found in Generic Server Replacement with 3958 DD5 (PN 39U3640).

	81025397
	


ProtecTIER Server issues:

	Issue ID
	Fix ID
	Description

	RTC 18934
	81025760
	Provides a solution for load balancing issues, reduced performance.

	RTC 20631
	81025869
	Solves manual activation of static routes after a server replacement.

	QC 21263
	81025827
	Solves issues which may have been encountered when upgrading from a disc.


ProtecTIER driver issues:

	Issue ID
	Fix ID
	Description


None
ProtecTIER Manager issues:
	Issue ID
	Fix ID
	Description


None

Upgrading the ProtecTIER software

Important: For all upgrades or updates, follow the instructions exactly as written, including when to stop and start vtfd and ptcluster services for each node.

For TS7610 or TS7620 Appliance Express systems, use the IBM System Storage® TS7610 and TS7620 ProtecTIER® v3.3 Deduplication Appliance Express Software Upgrade Guide (SC27-3641-04) and choose one of the following options:
· Upgrading a TS7610 or TS7620 system from v3.2 (Option A)

To upgrade to v3.3.4 from v3.2, follow the procedure described in Chapter 4, "Upgrading the ProtecTIER software to version 3.3 from version 3.2.x" in the IBM System Storage TS7610 and TS7620 Appliance Express ProtecTIER v. 3.3 Software Upgrade Guide (SC27-3641-04).

· Upgrading a TS7610 or TS7620 system from v3.1.8 or higher (Option B)

To upgrade to v3.3.4 from v3.1.8 or above, follow the procedure described in Chapter 5, "Upgrading the ProtecTIER software to version 3.3 from version 3.1.8 or higher" in the IBM System Storage TS7610 and TS7620 Appliance Express ProtecTIER v.3.3 Software Upgrade Guide (SC27-3641-04).

· Upgrading a TS7610 or TS7620 system from v2.4.x, v2.5.x or v3.1.X (any 3.1 version below 3.1.8) (Option C)

To upgrade to v3.3.4 from v2.4.x, v2.5.x or v3.1.x (any 3.1 version below 3.1.8), follow the procedure described in Chapter 6, "Upgrading ProtecTIER version 2.4 or 2.5 to RedHat 5.6 and version 3.3" in the IBM System Storage TS7610 and TS7620 Appliance Express ProtecTIER v. 3.3 Software Upgrade Guide (SC27-3641-04).

· Updating a TS7610 or TS7620 system already at v3.3 with a fix update or patch (Option D)

Update a system already at v3.3 with a later fix update or patch by using the procedure described in Chapter 7, “Applying fixes to update the ProtecTIER software for version 3.3 and higher” in the IBM System Storage TS7610 and TS7620 Appliance Express ProtecTIER v. 3.3 Software Upgrade Guide (SC27-3641-04).

For TS7650 Appliance or TS7650G (Gateway) systems, use the IBM System Storage TS7650 ProtecTIER v3.3 Software Upgrade Guide (SC27-3643-04) and choose one of the following options:

· Upgrading a TS7650 or TS7650G system from v3.1.8 or higher (Option A)

To upgrade to v3.3.4 from v3.1.8 or above, follow the procedure described in Chapter 4 (using ProtecTIER Manager) or Chapter 5 (using ProtecTIER Service Menu), "Upgrading the ProtecTIER software to version 3.3 from version 3.1.8 or higher" in the IBM System Storage TS7650 ProtecTIER v. 3.3 Software Upgrade Guide (SC27-3643-04).

· Upgrading a TS7650 or TS7650G system from v2.4.x, v2.5.x or v3.1.X (any 3.1 version below 3.1.8) (Option B)

To upgrade to v3.3.4 from v2.4.x, v2.5.x or v3.1.x (any 3.1 version below 3.1.8), follow the procedure described in Chapter 6, "Upgrading Red Hat Linux and ProtecTIER for servers before version 3.1.8" in the IBM System Storage TS7650 ProtecTIER v. 3.3 Software Upgrade Guide (SC27-3643-04).
· Updating a TS7650 or TS7650G system already at v3.3 with a fix update or patch (Option C)

Update a system already at v3.3 with a later fix update or patch by using the procedure described in Chapter 7, “Applying fixes to update the ProtecTIER software for version 3.3 and higher” in the IBM System Storage TS7650 ProtecTIER v. 3.3 Software Upgrade Guide (SC27-3643-04).
Additional documentation

The support homepage contains all relevant documentation. 

To access the additional documentation:

· In a web browser, navigate to http://www-947.ibm.com/support/entry/portal/overview
·  Search for the keyword 'ProtecTIER'
Restrictions and known issues

Restrictions and known issues include the following:
· Before performing any configuration operation, upgrade both nodes to the same patch level.

· Do not move a cartridge from the shelf of the remote repository while it is the target of a replication operation.
· FSI Replication between 3.2.x and 3.3.x repository is supported only from 3.2.2.0 and above.

· The table below represents the maximal number of recommended concurrent streams with FSI Backup and Restore functions. Exceeding these limits may result in performance degradation which under extreme conditions could lead to timeouts in your backup jobs.

The maximum number of recommended concurrent streams is specified as a by-product function of the repository configured Meta Data and User Data configuration throughput.

Therefore, this requires careful planning and consideration. 

It is recommended that you not exceed this number.
	Repository throughput 1
	Number of streams

	TS7620 3959-SM2 base 2
	20 streams

	TS7650(G)  - 100-200MB/sec & TS7620 with 1 EXP
	40 streams

	TS7650(G) - 200-300MB/sec & TS7620 with 2 EXP
	64 streams

	TS7650(G) - 300-450MB/sec
	96 streams

	TS7650(G)  > 450MB/sec
	192 streams (max # supported) 3


NOTES:

1 – Repository supported throughput means that both the required Meta Data and User Data raids are configured to support the desired throughput.

2 – No systems (Gateway) should be configured for less than 100MB/sec 

3 – For NBU the max # of jobs supported is 128.
	Issue ID
	Description
	Workaround

	20390
	Decompress Failed Error during restore/replication
	In Restore – perform Retry
In Replication – Retry will be performed automatically

	20431
	Following Active Directory Server reboot, ProtecTIER server cannot query users from it 
	On the ProtecTIER Sever run:
"service winbind restart"

	20678
	Memory failures in SM2 might not trigger an alert
	N/A


Compatibility

Compatibility requirements include the following:

· ProtecTIER v3.3.4 works with TSSC code level 5.12.8 or later.

· ProtecTIER v3.3.4 requires the use of ProtecTIER Manager v3.3.4.

· ProtecTIER Manager earlier than v3.3.4 is not compatible with ProtecTIER Server v3.3.4. Communication between the two will fail.

· Replication is supported from ProtecTIER v2.4 or later. SMB v2.1 systems are also supported.

· Replication between ProtecTIER v2.3 and ProtecTIER v3.1.8 and above is NOT supported. 

· Replication configuration operations require the use of Replication Manager v3.3.4 or later ProtecTIER software.

OpenStorage compatibility:

ProtecTIER Server V3.3.4 is compatible with plug-in 2.5.0.0 and later. OpenStorage plug-in       V3.3 is compatible with ProtecTIER Server V2.5.X and later.

Compatibility matrix:

To find the matrix these steps should be taken:

1. Go to http://www-03.ibm.com/systems/storage/tape/index.html
2. Scroll down to the heading "Virtual tape systems"

3. Find either TS7650G, or TS7620 and click the relevant link

· TS7650G = http://www-03.ibm.com/systems/storage/tape/ts7650g/index.html
· TS7620 = http://www-03.ibm.com/systems/storage/tape/ts7620/index.html
4. Look for the "Learn more" heading (middle of the page) and click the pdf link for "Independent Software Vendor (ISV) matrix"  document.

Documentation format
The publications for this product are in Adobe Portable Document Format (PDF) and should be compliant with accessibility standards.

If you experience difficulties when you use the PDF files and want to request a web-based format or accessible PDF document for a publications, send a request by email to starpubs@us.ibm.com. In the request, be sure to include the IBM publication number and title.

When you sent information to IBM, you grant IBM a nonexclusive right to use to distribute the information in any way it believes appropriate without incurring any obligation to you.

Notices and trademarks

Notices

INTERNATIONAL BUSINESS MACHINES CORPORATION PROVIDES THIS PUBLICATION "AS IS" WITHOUT WARRANTY OF ANY KIND, EITHER EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF NON-INFRINGEMENT, MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. Some jurisdictions do not allow disclaimer of express or implied warranties in certain transactions, therefore, this statement may not apply to you. This information could include technical inaccuracies or typographical errors. Changes are periodically made to the information herein; these changes will be incorporated in new editions of the publication. IBM may make improvements and/or changes in the product(s) and/or the program(s) described in this publication at any time without notice.

Trademarks

Linux is a trademark of Linus Torvalds in the United States, other countries, or both. Microsoft, Windows, and Windows Server are trademarks of Microsoft Corporation in the United States, other countries, or both. Intel, Intel logo, Intel Inside, Intel Inside logo, Intel Centrino, Intel Centrino logo, Celeron, Intel Xeon, Intel SpeedStep, Itanium, and Pentium are trademarks or registered trademarks of Intel Corporation or its subsidiaries in the United States and other countries. Other company, product, or service names may be trademarks or service marks of others.

THIRD-PARTY LICENSE TERMS AND CONDITIONS, NOTICES AND INFORMATION

The license agreement for this product refers you to this file for details concerning terms and conditions applicable to third party software code included in this product, and for certain notices and other information IBM must provide to you under its license to certain software code. The relevant terms and conditions, notices and other information are provided or referenced below. Please note that any non-English version of the licenses below is unofficial and is provided to you for your convenience only. The English version of the licenses below, provided as part of the English version of this file, is the official version. Notwithstanding the terms and conditions of any other agreement you may have with IBM or any of its related or affiliated entities (collectively "IBM"), the third party software code identified below are "Excluded Components" and are subject to the following terms and conditions:

· The Excluded Components are provided on an "AS IS" basis

· IBM DISCLAIMS ANY AND ALL EXPRESS AND IMPLIED WARRANTIES AND CONDITIONS WITH RESPECT TO THE EXCLUDED COMPONENTS, INCLUDING, BUT NOT LIMITED TO, THE WARRANTY OF NON-INFRINGEMENT OR INTERFERENCE AND THE IMPLIED WARRANTIES AND CONDITIONS OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE

· IBM will not be liable to you or indemnify you for any claims related to the Excluded Components

· IBM will not be liable for any direct, indirect, incidental, special, exemplary, punitive or consequential damages with respect to the Excluded Components.[image: image1.png]
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